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Everything you need to know 
about Center Pivots, but didnôt 

really want to know 



Topics 

ÅBrief Overview 

ÅParts and Pieces  

ÅWater requirements ï System flow rate 

ÅPressure requirements ï Friction loss 

ÅNozzle type ï Selection 

ÅApplication ï Rate, Timing 

ÅRunoff management 



Who is Frank Zybach? 

ÅInventor of the Center Pivot in the year 

1951 



First Pivot 



 

Valley - Model 1972 



 

Hygromatic 

Olson 

Raincat 

Dowd 



Towable pivot 



Multi purpose Machines 



Parts and Pieces 

ÅParts of a Pivot 

ÅPhysical Span Features 

ÅSpan Crop Clearance 

ÅOverhang Length 

ÅTire Type and Drive Unit 

ÅSlope Limitations 

ÅOptions 



Parts of the Pivot 

ÅPad 

ÅPivot point 

ÅPivot Span 

ÅAdd Span 

ÅTransition Span 

ÅLast Span 

ÅOver Hang 

ÅEnd Gun 



Pivot Pad 



Pivot Point 



Electric Collector Ring 

at Pivot 





Pivot Point with Stop Device 



Physical Span Features 

 

 



Pipe size 

Pipe Diameter 

5ò, 6ò, 65/8ò, 85/8ò, 10ò  

 

Overhang 

4ò and 5ò 



The Tower 



The Span 



Span Type 

Span Length - depends on pipe size and Span type 

Number of Trusses - based on length 

Other consideration:  

Shorter spans- less weight on wheels - less rutting 

problems 

Smaller pipe less weight 



Slope Limitation 

ÅAllowable Slope 

ïdepends on profile (low, standard high), 

span length, pipe diameter, and tire size  

ï range 7% to 18% 

ÅCrop clearance 

ÅSlope absorption 

ÅPivot Flex 



Slope Adsorption 

Crop Clearance 





Tower -Span connection 



Joint Boot 



Span Alignment  





Alignment Switch 



Drop/Outlet 

Connections 



Span Crop Clearance 

ÅFour Profiles 

ïLow profile  5.1 - 7.2ô depends on pipe size 

ïStandard Profile 8.6 - 10.7ô 

ïHigh profile 11.9 - 14.0ô 

ïUltra high profile 15ô 



High profile with sugar cane 



Overhangs 



Overhang Length 

ÅDepends some what on pipe size 

ï18.1 - 82.3 ft 

ïAnd manufacture  



End Guns 

With Booster 



With out Booster 



Corner System 



Corner Guidance System 



Tire Type & Drive Units 

ÅTire type  

ïStandard, Retread, High float, Maxi float, 

Track, 11.2x38 

ÅDrive Units 

ïStandard  30 rpm 

ïOptional  37 rpm 

ïHi Speed  56 rpm 





Large thin tires seem to be preferred 



Additional add ons 



Tire and Gear box 



Motor and Driveline 



Stop at the end 



 



Panels 



Remote control 



Options & Accessories 

Å Pivot Flex 
Å Booster Transformer 
Å 45 amp package 
Å Drive unit fuse packages 
Å Automatic Reverse 
Å Pivot stop-in-slot 
Å Auxiliary control  ( for controlling other electrical devices) 
Å Automatic end gun shutoff 
Å End gun override 
Å Remote panel mount 
Å End-of-field stop 
Å Low pressure shut-offs 
Å High voltage surge protection 
Å Phase loss protection 
Å Slow down timer 
Å Low voltage monitor 
Å Modified alignment 
Å Flow Meter 
Å Check Valve 



Options continued 

Å Automatic rain shut-off 

Å Severe duty gearboxes 

Å Heavy duty pivot 

Å Hydraulic system control 

Å High or low profile 

Å High speed motors 

Å Motor covers 

Å Traction rim 

Å Drops - steel, PVC, flexible hose 

Å Dry wheel track packages 

Å End guns 

Å Booster pumps 



Water requirements -  

System flow rate 

 



What influences the System  

Flow rate? 
ÅArea irrigated 

ÅCrop requirement 

ÅClimatic Conditions 

ÅSoil type 

ÅTerrain 

ÅEfficiency 

ÅLeaching, germination, pre-water, harvest 

ÅTreat Pivot, end gun, and corner systems as separate 

                      



Base Pivot flow rate 

ft
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Q

453
= Q = flow rate (gpm) 

A = Area of pivot (ac) 

d = applied water (in/d) 

f = days between irrigation 

t = the fraction of time that     

the system is turned on for 

a typical day 



or 

3602310

2 AO

tf

GIRL
Qb ù

ú

ø
é
ê

è

*

**
=
p



Methods of 

determining area 



FULL CIRCLE WITH CORNER 

SYSTEM 
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For Example if the Angle during full  

Corner Extension is 14.7 degrees,  

L = 1295 ft, R = 1636 ft and H = 2000 ft               
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Depth to apply 

ÅNeed to determine daily crop water 

ÅNRCS endorses four methods 

ïPenman-Monteith 

ïRadiation method 

ïTemperature Method 

ïClass A evaporation pan 

 







ET wetting adjustment factor 

Kf 

  

Crop Type 

Irrigation interval, f, days Percentage of ET 

that is 

Transpiration r1 2 3 5 7 10 

During Peak Period 

   Vegetables and Fruit 1.15 1.1 1.05 1.02 1 1 80 

   Row Crops 1.1 1.07 1.05 1.02 1 1 90 

   Small Grains 1.05 1.02 1 1 1 1 100 

   Forage Crops 1.05 1.02 1 1 1 1 100 

   Pasture 1.1 1.07 1.05 1.02 1 1 90 

For the Growing Season 

   Vegetables and Fruit 1.2 1.15 1.1 1.05 1 1 70 

   Row Crops 1.15 1.1 1.07 1.05 1 1 80 

   Small Grains 1.05 1.02 1 1 1 1 95 

   Forage Crops 1.1 1.06 1.04 1.02 1.01 1 90 

   Pasture 1.2 1.15 1.1 1.05 1.03 1 80 



Water Losses from Pivots 

 

DRIFT DROPLET 

EVAPORATION CANOPY 
EVAPORATION 

RUNOFF 

DEEP PERCOLATION 

CROP ROOT ZONE 



Losses/Application efficiencies 

ÅLosses generally range between 5-20% 

ÅMost accepted range is 5-10% 



d or GIR value determined by 
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t value 

ÅIn design, t=0.90 is often used 

 

ÅFor example t=0.9 would indicate that 

the system operates for 21.6 hrs out of 

every 24 hrs. or 3.6 days out of a 4 day 

cycle 



Total flow is calculated by 

cornerendgunbasetotal QQQQ ++=



Example 

ÅA 1320 ft pivot with no end gun irrigating 

alfalfa with a Etc = 0.33in/d, t=0.9, 

Irrigation frequency 3 days 

ÅFind system flow rate 
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Solution: 

From Kf table Kf =1.04 



Example 2 

ÅSame pivot only operator wants to add a 

corner system with a radius of 180ft and a 

end gun with radius of 120ft 

 

ÅFind the system flow rate 

 Etc = 0.33in/d, t=0.9, Irrigation frequency 3 

days, 10% losses 
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Work Example 
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Frequency 

Å2.5 days for sandier soils 

Å3.5 to 4.5 days for medium textured 

soils 

ÅAlways use faction of a day 



System Pressure 

ÅNozzle or base pressure 

ÅPressure regulators  

ÅBoom back losses  

ÅFriction Loss  

ÅElevation change of field 

ÅHeight of pivot 

ÅLocal losses (valves, elbows, screens, etc.) 

          



Base pressure 

ÅUse operating pressure of nozzle 

obtained from manufacture literature 

ÅIf Pressure regulators are used, the  

base pressure of the regulator 



Pressure Regulators 

ÅRegulators have hysteresis 

ÅRegulators have friction losses 

 

 

ÅFor design use 5psi over the threshold 

pressure 



Friction Loss 

ÅCalculate outlet to outlet or use multiple outlet 
factor. For Center pivot use 0.555 for Linear use 
0.36 

ÅSeveral friction equation may be used. Hazen-
Williams is most common 

 

 

 

 

ÅLh= equivalent hydraulic length 
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Friction Factors 

ÅHazen-Williams c factors range 130-148 

ïTypical 140 

ÅMaterial roughness for galvanized pipe 

ïe= 0.006 inches 

ÅUse Swanee-Jain Equation to find f 

factor for Darcy-Weisbach 



Friction Loss with two pipe sizes 

Å where: 

 Hf  = total pipe-friction loss along the combined lateral, ft (or m) 

 Hf smaller = total pipe-friction loss along the lateral when 
comprised only of the smaller pipe (from Equation 4-4 using Hf 
per 100 for the smaller pipe), ft (or m) 

 Hf I-r smaller  = pipe-friction loss between the pivot inlet and 
radial distance r for the smaller pipe (from Equation 4-9 or 
Figure 4-1 or Table 4-2 using Hf small), ft (or m) 

 Hf I-r larger = pipe-friction loss between the pivot inlet and radial 
distance r for the larger pipe (from Equation 4-9 or Figure 4-1 or 
Table 4-2 using Hf large), ft (or m) 

 r = distance from center pivot inlet to where the transition from 
large pipe to small pipe occurs, ft (or m) 

largersmallersmaller rIfrIfff HHHH -- +-=



Simplified Method 
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More than two pipes 
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Topography 
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Elevation 



Required Pressure at Pivot 

point 

Pressure at pivot point =  

 

Pnoz + Preg + 0.43(Hfbb + Hf+ ȹElf + Elp+ hflocal ) 

 



Example 

ÅGiven: 

ï1400ft pivot ï8ò pipe 

ïQb=1200 gpm - Qg=120gpm 

ïNozzle operating pressure 20-30 psi 

ï25psi regulators- Nozzle height 6ô 

ïȹZ for field 50ô ïlocal losses 5psi 

ÅFind: Required pressure at pivot point 



Solution 
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End Guns 

ÅEffects on  

ïPressure 

ïFlow 

ïPump selection 



Flat curve 



Sprinkler Nozzles 

 



Distribution Patterns, Nozzle 

Spacing and Height. 

ÅPivot system (Heermann-Hein) or 

Linear (Christensen) CU shall not be 

less than 85% (76% DU), except as 

noted in criteria for a Low Energy 

Precision Application (LEPA) system.  



Selecting Nozzle Packages 

ÅPressure requirements 

ÅWetted diameter 

ÅDrop size 

ÅPeak application rates 



Sprinkler Discharge 

ÅSprinklers are sized 

using the following 

equation 

r - distance from pivot 

Sr ï sprinkler spacing 

b
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Sprinkler spacing 

ÅRule of Thumb 

ïW/2 r Srr W/4 

 

ÅW is the wetted diameter of the sprinkler 



Å  From a point midway between the first 

and second tower to the distal end of a 

center pivot, spray nozzle spacing along 

lateral lines shall not exceed 25% of the 

effective wetted diameter and impact 

sprinkler spacing shall not exceed 50 

percent of the effective wetted diameter  



Height above the Ground 

ÅNew terms 

ïLEPA 

ïLESA 

ïLPIC 

ïMESA 



Effects of height 



Low pressure Low drift 

ï6, 10, 15 psi end pressure 

ïSmall atomized droplets are practically eliminated 
thus reducing evaporation 

ïMainly spinner and spray types 

ïPlacement height 3, 6, 9, 12 foot 

ïoutlet spacing 30, 80, 90, 108 inches 

 

ÅHigh application rates - Not good for heavy 
soils or steeper slopes 



Sprays 



Low Pressure LEPA Bubblers 

Chemigation Mode 

Irrigation Mode 



 
ï15 to 25 psi end pressure 

ïDroplets size can be adjusted with different pads  
Åfine droplets for heavy, flat soils and delicate crops where 

wind drift is minimal, or  

Ålarge droplets with good wind resistance for coarse soils 

ï Iwob, Spinners, some sprays 

 

ÅMedium on application rate, wind fighting, 
and drop energy 

Small Droplet - High Uniformity 



Wobbler - Iwob 



Spinner - Nutator 



Large Droplet ï High 

Uniformity 

ï15 to 25 psi end pressure 

ïDroplets size can be adjusted with different pads  
ÅLarger droplets further throw 

ÅGood wind fighting 

ï Rotators 

 

ÅLower application rate, higher drop energy, 
and stream energy, may cause surface 
sealing 

 



Rotator  Style 



ÅLow pressure impact 

ï25 to 35 psi end pressure 

ïequal size nozzles spaced progressively 

closer 27, 18, and 9ô 

ïsaves energy, controls drift, increases 

efficiency 

ïOn lighter soils where adequate pressure 

is not available for high pressure or where 

spray nozzles would cause excessive 

runoff 



ÅIntermediate spaced impacts 

ï50 to 55 psi end pressure 

ïHigh and low angle sprinklers 

ïspaced progressively closer 27,18, and 9ô 

ïon heavy soils and severe slopes where 

the system is used for supplemental 

irrigation 



ÅVariable Spaced Impacts 

ï50 to 55psi end pressure 

ïsmaller high and low angle sprinklers 

ïnearly equal size, spaced progressively  

closer 

ïOn soils where the system is required to 

have maximum uniformity and rolling 

terrain with low intake rates, on rolling 

terrain where runoff could be a problem. 





Distribution Pads 

ÅSmooth Spray Pads 

ïsmallest droplet 

ïminimum soil disturbance or soil 

compaction 

ïinfiltrates best on heavy soil 

ïsusceptible to wind and evaporation 

ï6 - 25 psi 



ÅMedium Groove Spray Pads 

ïlarger drops, slightly wider spray pattern 

ïminimizes wind drift 

ïstill infiltrates moderately heavy soils 

ïGeneral propose average conditions and 

pressure 

ïless than 40 psi 



ÅDeep Grooved Spray Pads 

ïlarge droplets in small direct streams 

ïgreatest wind resistance  reduces 

evaporation 

ïunsuitable for sensitive crops and light 

soils where water does not move laterally 

ïuniformity reduced under calm conditions 

ïpressures above 15 psi 



Pad configurations 

ÅAvailable in 

ïflat 

ïconcave 

ïconvex 



Pad style 

 





Application  

Å Rates shall be selected such that 

runoff, translocation, and unplanned 

deep percolation are minimized  



Water Applied 

ÅJust how much water are You putting 

on? 
ïhours/revolution at 100% = (.105) (DLRDU) 

                                                    Speed 

ïDLRDU = Distance from Pivot to last regular drive unit (feet) 

ïSpeed = Travel speed of Last Regular Drive Unit at 100% 

  

ïApplic.rate = _____________(GPM )x (735.3)_________ 

                         (Sys Length to last twr+O/H length+E.G.RAD)2 

  

ïIn./rev @100% =  (Hrs./Rev.@100%) x (In./Day) 

                                                      24  



Application Rates & Application 

ïInstantaneous 

ïAverage 

ïTotal Application 

RATES 



WATER APPLICATION RATE 
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Impact Sprinkler Pattern 

  Instantaneous 

Application Rate 

where water is hitting 

the ground 

Area being 

watered: 

Average 

Application 

Rate 



Impact Sprinkler: 

Pattern Profile of Average Application 
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Total Application for a Single Impact 

Sprinkler 

Total Application = Average Rate x Run Time 

ÅIF 
ïNozzle q = 5 gpm 

ïNozzle throw = 45 ft 

ÅTHEN  
ïThe average application rate over the area to 

which water is applied (the green circle) is 0.076 
inches/hour (if all the water makes it to the ground) 

ÅAND SO 
ïIf the sprinkler is run for 10 hours TOTAL 

APPLICATION is 0.76 inches  



Pivot & Linear-move Application Devices 



Instantaneous Application 

Rate 

Serrated Deflection Plate 

Depends on 

Where The 

Evaluation 

Point is 



Instantaneous Application Rate 

Flat Deflection Plate 

Nozzle 

Water hitting ground in most of outside part of area 


